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FOLDER KNIFE OF YEAR COMPETION GUIDELINES 

                         Maximum points to begin with  60

· THE FOLLOWING WILL NOT BE REQUIRED OR SCORED

· SHEATH

· ENGRAVING

· FILE WORK

· ANY OTHER WORK NOT SPECIFICALLY MENTIONED OR REQUIRED

                                                         1-     BLADE

GRIND LINES WELL DEFINED AND CRISP WITH EQUAL BEVELS                            ON THE CUTTING EDGE

· 10 POINTS TOTAL

· DEDUCT ONE POINT EACH FOR EACH CRITICAL ITEM

· MAXIMUM DEDUCTIONS 10 POINTS

                                                 2-      BLADE FINISH

        BLADE FINISH HAND OR MIRROR FINISH FREE OF DEFECTS

· 10 POINTS TOTAL

· DEDUCT ONE POINT FOR EACH CRITICAL ITEM

· DEDUCT FOR GRIND LINES SHOWING OR UNEVEN ( BLIMPS IN BLADE )

· MAXIMUM DEDUCTIONS 10 POINTS

                               3-        BLADE / BACK SPRING / LOCK BAR 
BLADE ON ALL FOLDERS SHOULD HAVE THE SAME TENSION FROM CLOSED TO OPEN POSITION. SLIP JOINT FOLDERS SHOULD FIT FLUSH WITH BACK SPRING IN ALL 3 POSITIONS. THE LINE OF SEPERATION BETWEEN BLADE AND BACK SPRING SHOULD BE PRACTICALLY INVISIBLE. NO CIRCLE MARKS ON BLADE SIDE AROUND PIN SHOULD BE VISIBLE. LINERS SHOULD BE FINISHED INSIDE. BLADE SHOULD NOT BOTTOM OUT WHEN CLOSED.

· 10 POINTS TOTAL

· DEDUCT ONE POINT FOR EACH CRITICAL ITEM

· MAXIMUM DEDUCTION 10 POINTS

                                             4-      BOLSTERS / LINERS

BOLSTERS SHOULD BE CONCENTRIC AND FIT FLUSH AGAINST THE  LINERS.BOLSTERS SHOULD HAVE THE SAME ANGLE AND IN LINE ON EACH SIDE.

· 10 POINTS TOTAL

·  DEDUCT ONE PIONT FOR EACH CRITICAL ITEM

·  MAXIMUM DEDUCTIONS 10 POINTS

                                      5-           BOLSTERS AND HANDLE FIT

HANDLE MATERIAL SHOULD FIT FLUSH AGAINST LINERS WITH NO GAPS. INTERFRAME LINERS AND INLAYS SHOULD FIT WITH NO VISIBLE GAPS,

· 10 POINTS TOTAL

· DEDUCT ONE POINT FOR EACH CRITICAL ITEM

· MAXIMUM DEDUCTIONS 10 POINTS

                                   6-          HANDLE GRIND AND FINISH

HANDLE GRIND SYMETRICAL WITH CLEAN FINISH FREE OFGRIND                                   LINES WITH NO CRACKS AND BURN MARKS

· 10 POINTS TOTAL

·  DEDUCT ONE POINT FOR EACH CRITICAL DEFECT

·  MAXIMUM DEDUCTIONS 10 POINTS

